































































































103T-ES-TB38 Drawer

Features

= 19 " drawer keyboard with 1 U (height unit)

= Patented drawer extension with ball bearings and magnetic lock

= Firm locking of the drawer keyboard when inserted

= Excellent sliding properties

= Long service life of the entire drawer keyboard

= Handle bar natural anodized, keycaps and front panel made of stainless steel
= High operating comfort thanks to our specially developed long-stroke keys

= Key symbols are done by laser etching

= Any country variant is possible

= Any customer-specific adaptations can be implemented on request

Mechanical Data Electrical Data

= Dimensions of 439 x 306 x 44mm = Connection options: USB 2.0 or PS/2
= 3,25 mm travel keys with tactile feel = Power supply + 5 V/DC, 50 mA

= Operation force 0,65 N = 2-key rollover

= 103 keys in compact layout = Autorepeat

= Ergonomic 15 mm keycaps = CE Compliant

= Durability > 10 million ops. = RoHS/Reach Compliant

= Storage temperature -40°C - +70°C

= QOperation temperature 0°C - +60°C
(optional -20°C - +60°C)

= Protection IP65
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WAGNER GMBH

Elektrotechnische Systemlosungen

Robert-Bosch-StraBe 35
42489 Wiilfrath
T 02058-782800-0

F 02058 -78 28 00 - 49
info@wagnergmbh.de
www.wagnergmbh.de
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