
DS24TW HL

Features

▪ Predestined for industrial applications in the harshest environments

▪ Carbon contact technology

▪ Keys are freely programmable

▪ Backlit key symbols are done by laser etching

▪ Any layout is possible

▪ Any customer-specific adaptations can be implemented on request

▪ Backlight available in different colours

▪ Available with and without mounting bolts
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Mechanical Data

▪ Dimensions of 122 x 107 x 20 mm

▪ 2 mm travel keys with tactile feel

▪ Operation force 0,65 N

▪ 24 keys in compact layout

▪ Ergonomic keycaps

▪ Durability > 10 million ops.

▪ Storage temperature -40°C - +80°C

▪ Operation temperature 0°C - +60°C 

(optional -20°C - +60°C)

▪ Protection IP65

Electrical Data

▪ Connection options: USB 2.0 or PS/2

▪ Power supply + 5 V/DC, 80 mA

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS/Reach Compliant
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Drawing

Versions

DS024TW HL DS024TW HL

▪ Standard housing ▪ With mounting bolts



DS83S

Features

▪ Carbon contact technology

▪ Excellent button feel with a clear snap effect

▪ Keys made from a continuous, dust and waterproof silicone mat

▪ Aluminium front panel with customizable décor foil (Standard Light Grey (RAL7035)

▪ Keys in Light Grey (RAL7035) and Window Grey (RAL 7040)

▪ Key symbols are printed

▪ Any country variant and different colors of the symbols are possible

▪ Any customer-specific adaptations can be implemented on request

▪ Integrated numeric block

▪ LED-indicators

▪ Also available with integrated trackball, touchpad, as mounting version with bolts or in a drawer
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Mechanical Data

▪ Dimensions of 305 x 134 x 15 mm

▪ 1 mm travel keys with tactile feel

▪ Operation force 1,2 N

▪ 83 keys in compact layout

▪ Comfortable key grid: 16,5 mm

▪ Durability > 1 million ops.

▪ Storage temperature -40°C - +80°C

▪ Operation temperature 0°C - +60°C 

(optional -20°C - +60°C)

▪ Protection IP65

Electrical Data

▪ Connection options: USB 2.0 or PS/2

▪ Power supply + 5 V/DC, 20 mA

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS/Reach Compliant
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Versions

DS83S DS83S EBF2 DS83S-TB0

DS83S-TP

▪ Without mounting bolts ▪ With mounting bolts ▪ With trackball

▪ With touchpad



DS85S

Features

▪ Very compact design - high operating comfort on the smallest area

▪ Predestined for industrial, military and maritime applications in the harshest environments

▪ Set the brightness of the white backlight with two integrated keys

▪ Carbon contact technology

▪ Silicone rubber keypad with metal backplate

▪ Key symbols are done by laser etching - black coated, white lettering, UV coated, abrasion resistant

▪ Common country layouts available

▪ LED indicators for displaying the set operating modes

▪ USB interface

▪ Desktop housing (with mounting bolts on request)

▪ Also available with touchpad

Mechanical Data

▪ Dimensions of 238 x 127 x 16 mm

▪ Weight of 714g

▪ 1,5 mm travel keys with tactile feel

▪ Operation force 4,5 N +/-20%

▪ 85 keys in very compact layout

▪ Grid size: 15,5mm

▪ Durability: 500x1000 operations

▪ Storage temperature -40°C - +80°C

▪ Operation temperature -30°C - +60°C

▪ Protection class IP68

Electrical Data

▪ Power supply + 5 V/DC, 20 mA

(backlit: 400 mA)

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS Compliant

▪ EMC Compliant acc. to DIN EN IEC 

61000-6-2 and 61000-6-4

▪ Climate test acc. to MIL-STD-810H 507.6 

and DIN EN IEC 60068-2-1
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Versions

DS85S USB BL HL9 DS105S TP USB BL HL9

▪ Without touchpad ▪ With TP & numeric keys



DS86W

Features

▪ Predestined for industrial applications in the harshest environments

▪ Carbon contact technology

▪ High operating comfort thanks to our specially developed ergonomic keys

▪ Key symbols are done by laser etching – abrasion resistant

▪ Any country variant is possible

▪ Any customer-specific adaptations can be implemented on request

▪ LED indicators for displaying the set operating modes

▪ Electromagnetic compatibility (EMC)

▪ Available in Black or White

▪ Available with or without backlight, front panel, finger mouse, mounting bolts or in a drawer
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Mechanical Data

▪ Dimensions of 298 x 142 x 22 mm

▪ 1,5 mm travel keys with tactile feel

▪ Operation force 0,60 N

▪ 86 keys in compact layout

▪ Ergonomic keycaps

▪ Durability > 1 million ops.

▪ Storage temperature -40°C - +80°C

▪ Operation temperature -10°C - +60°C

▪ Protection IP65

Electrical Data

▪ Connection options: USB 2.0 or PS/2

▪ Power supply + 5 V/DC, 30 mA 

(backlit: 400 mA)

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS/Reach Compliant
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Versions

DS86W DS86W HL DS86W Anbau1

DS86W MR DS86W EBF1

▪ With front panel

▪ Standard housing ▪ With backlit keycaps ▪ With mounting bolts

▪ With finger mouse

DS86W Drawer

▪ Drawer keyboard



DS102W

Features

▪ Predestined for industrial applications in the harshest environments

▪ Carbon contact technology

▪ High operating comfort thanks to our specially developed long-stroke keys

▪ Key symbols are done by laser etching – abrasion resistant

▪ Any country variant is possible

▪ Any customer-specific adaptations can be implemented on request

▪ LED indicators for displaying the set operating modes

▪ Electromagnetic compatibility (EMC)

▪ Available in Black or Pebble Grey (RAL 7032)

▪ Also available with backlight, integrated finger mouse, in a drawer or as built-in version
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Mechanical Data

▪ Dimensions of 405 x 185 x 42 mm

▪ 3,25 mm travel keys with tactile feel

▪ Operation force 0,65 N

▪ 102 keys in compact layout

▪ Ergonomic keycaps

▪ Durability > 10 million ops.

▪ Storage temperature -40°C - +70°C

▪ Operation temperature 0°C - +60°C 

(optional -20°C - +60°C)

▪ Protection IP65

Electrical Data

▪ Connection options: USB 2.0 or PS/2

▪ Power supply + 5 V/DC, 30 mA 

(backlit: 440 mA)

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS/Reach Compliant
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Versions

DS102W DS102W 19Zoll-6HE DS102W HL

DS102W Drawer DS102W M

▪ With finger mouse

▪ Standard housing ▪ 19“ 16HE Front panel ▪ With backlit keycaps

▪ Drawer keyboard



DS104W

Features

▪ Predestined for industrial applications in the harshest environments

▪ Carbon contact technology

▪ High operating comfort thanks to our specially developed long-stroke keys

▪ Key symbols are done by laser etching – abrasion resistant

▪ Any country variant is possible

▪ Any customer-specific adaptations can be implemented on request

▪ LED indicators for displaying the set operating modes

▪ Electromagnetic compatibility (EMC)

▪ Available in Black or Pebble Grey (RAL 7032)

▪ Also available with backlight, integrated finger mouse, in a drawer
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Mechanical Data

▪ Dimensions of 405 x 185 x 42 mm

▪ 3,25 mm travel keys with tactile feel

▪ Operation force 0,65 N

▪ 104 keys in compact layout

▪ Ergonomic keycaps

▪ Durability > 10 million ops.

▪ Storage temperature -40°C - +70°C

▪ Operation temperature 0°C - +60°C 

(optional -20°C - +60°C)

▪ Protection IP65

Electrical Data

▪ Connection options: USB 2.0 or PS/2

▪ Power supply + 5 V/DC, 30 mA 

(backlit: 440 mA)

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS/Reach Compliant
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Versions

DS104W DS104W M DS104W HL

DS104W Drawer DS104W 19Zoll-6HE

▪ 19“ 16HE Front panel

▪ Standard housing ▪ With finger mouse ▪ With backlit keycaps

▪ Drawer keyboard



DS105S TP

Features

▪ Very compact design - high operating comfort on the smallest area

▪ Predestined for industrial, military and maritime applications in the harshest environments

▪ Set the brightness of the white backlight with two integrated keys

▪ Carbon contact technology

▪ Full range of functions on the smallest area, thanks to 105 keys and integrated touchpad 

▪ Silicone rubber keypad with metal backplate

▪ Key symbols are done by laser etching - black coated, white lettering, UV coated, abrasion resistant

▪ Common country layouts available

▪ LED indicators for displaying the set operating modes

▪ USB interface

▪ Desktop housing (with mounting bolts on request)

Mechanical Data

▪ Dimensions of 309 x 127 x 16 mm

▪ 1,5 mm travel keys with tactile feel

▪ Operation force 4,5 N +/-20%

▪ 105 keys in very compact layout

▪ Grid size: 15,5mm

▪ Durability: 500x1000 operations

▪ Storage temperature -40°C - +80°C

▪ Operation temperature -30°C - +60°C

▪ Protection class IP68

Electrical Data

▪ Power supply + 5 V/DC, 20 mA

(backlit: 400 mA)

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS Compliant

▪ EMC Compliant acc. to DIN EN IEC 

61000-6-2 and 61000-6-4

▪ Climate test acc. to MIL-STD-810H 507.6 

and DIN EN IEC 60068-2-1
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DS85S USB BL HL9 DS105S TP USB BL HL9

▪ Without touchpad ▪ With TP & numeric keys

Versions



W30

Features

▪ High operating comfort thanks to our specially developed long-stroke keys

▪ Carbon contact technology

▪ All keys are completely freely programmable (data strings with up to 16/32 digits possible)

▪ Programmable on 2 levels (double assignment of each key with shift)

▪ Key symbols can be made by yourself (insert in transparent caps) or can be lasered on request

▪ Any customer-specific adaptations can be implemented on request

▪ Freely selectable button sizes (1x1, 2x1, 2x2)

▪ Housing adapted to the DS104W, can thus be added on

▪ Available in Black or Pebble Grey (RAL 7032)

▪ Available with 30, 60 or 90 keys

▪ Available in housing or as built-in version
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Mechanical Data

▪ Dimensions of 133 x 185 x 39 mm

▪ 3,25 mm travel keys with tactile feel

▪ Operation force 0,65 N

▪ 30 keys in compact layout

▪ Easy to change 19x19 mm keycaps

(optional 19x38 mm and 38x38 mm)

▪ Durability > 10 million ops.

▪ Storage temperature -40°C - +70°C

▪ Operation temperature 0°C - +60°C 

(optional -20°C - +60°C)

▪ Protection IP65

Electrical Data

▪ Connection options: USB 2.0 

(others we program on request)

▪ Power supply + 5 V/DC, 30 mA

▪ 2-key rollover

▪ Autorepeat

▪ CE Compliant

▪ RoHS/Reach Compliant
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W30 W60 W90

W30 EBV W90 EBV

▪ 90 keys built-in version

▪ 30 keys ▪ 60 keys ▪ 90 keys

▪ 30 keys built-in version

W60 EBV

▪ 60 keys built-in version
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